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LASTECHNIEK RIJNMOND B.V.
Technische groothandel Verhuur & Service TM SG2

Solid Wire, Mild Steel

All information provided is based upon careful investigation and intensive research.
However, we do not assume any liability for correctness and information is subject to change without notice.

	 300,000 KG In Stock
	 Personal Contact
	 48-Hour Delivery

CLASSIFICATIONS
EN ISO 14341-A AWS A5.18 / SFA-5.18
G 42 4 M21 3Si1 ER 70S-6
G 42 4 C1 3Si1

TYPICAL ANALASYS
C Si Mn

wt.-% 0.08 0.9 1.45

APPROVALS
CE, TÜV, (19603.00)

TYPICAL ANALASYS
Condition Yield strength Re Yield strength RM Elongation A (L0=5d0) Impact energy ISO-V KV J

MPa MPa % 20˚C -40˚C
u 440 (≥ 420) 560 (≥ 500 - 640) 30 (≥ 20) 160 80 (≥ 47)
u2 440 (≥ 420) 540 (≥ 500 - 640) 29 (≥ 20) 120 50 (≥ 47)
s 380 490 30 160
u:	 untreated, as welded - shielding gas M21
u2:	 untreated, as welded - shielding gas I1
s:	 Stress relieved, 620 ˚C/2h - shielding gas M21

OPERATING DATA
Polarity DC+ Dimension mm
Shielding gas
(EN ISO 14175)

C1
M1
M2
M3

0.8
1.0
1.2

CHARACTERISTICS AND TYPICAL FIELDS OF APPLICATION
GMAW Copper-coated solid wire of the G3Si1 / ER70-6 type for metal transfer with minimum spatter when welding with mixed-gases as well as with CO2.
Due to the high current load capacity, the stable arc and the nearly residual free weld surface the wire offers the best conditions for productive 
welding progresses. Excellent feeding characteristics provides high wire feed rates especially during robotic welding. The copper solid wires of the TM 
series can be provided in bulk packages from drum 250 up to 450KG.

BASE MATERIALS
Steels with yield strength < 420 MPa (60 ksi)
S235JR-S355JR, S235J0-S355J0, S235J2-S255J2, S275N-S420N, S275M-420M, P235GH-P355GH, P275NL1-P355NL1, P215NL, P265NL, P355N, P285NH-
P420NH, P195TR1-P265TR1, P195TR2-P265TR2, P195GH-P265GH, L245NB-L415NB, L245MB-L415MB, GE200-GE240, ship buildings steels: A, B, D, E, A 32-E 36
ASTM A 106 Gr. A, B, C; A 181 Gr. 60, 70; A 283 Gr. A, C; A 285 Gr. A, B, C; A 350 Gr. LF1; A 414 Gr. A, B, C, D, E, F, G; A 501 Gr. B; A 513 Gr. 1018; A 516 Gr. 55, 60, 
65, 70; A 573 Gr. 58, 65, 70; A 588 Gr. A, B; A 633 Gr. C; A 662 Gr. B; A 711 Gr. 1013; A 841 Gr. A; API 5 L Gr. B, X42, X52, X56, X60


